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1. GENERAL 

1.01 This specification replaces BSP Sections D353. 301, D353. 302, 

D353. 303, D353. 304, D353. 305, and D-353. 306 and BSRS-353. 307 
and BSRS-353. 308. Changes made in the process of this replacement 
were sufficiently extensive to preclude the use of marginal arrows. 

However, future revisions of pages of this specification will be so indicated. 

1. 02 This specification covers the connections for the telephone sets in¬ 

dicated in 2. 01. 

2. CONNECTIONS 

2. 01 The connections information for the telephone sets listed below shall 
be as shown on the drawings indicated: 
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NOTE: IF FILTER IS NOT PROVIDED CONNECT BROWN-YELLOW LEAD FROM THE 
SWITCH-CONTACTS TO Y OF DIAL INSTEAD OF TO FILTER BRACKET 
TERMINAL. 

TERMINALS Y-BK SR AND W-BB ARE ON THE MANUAL SET APPARATUS 
BLANK. 


303 A,B,C AND D TELEPHONE SETS-CONNECTIONS 






























Note: If filter is not provided connect brown-yellow lead from the switch contacts 
to V of dial instead of to filter bracket terminal. Terminals Y-BK,SR and W-BB 
are on the manual set apparatus blank. 
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Handset cord 


(See note 2) 
Mounting cord K 
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Note I If filter is not provided connect brown 
yellow lead from switch contacts to Y of 
dial instead of to filter bracket terminal. 
Terminals Y-BK, SR and W-BB are 
on the manual set apparatus blank. 

Note 2 On six conductor mounting cord, insulate 
the cord tip of the unused conductor with 
WLP Perma Grip Adhesive Dull Litho Coated 
Paper, or approved equivalent, and store conductor 
so as not to interfere with movinq parts of the set 
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Note:- If filter is not provided connect brown-yellow lead from switch contacts to Y 
dial instead of to filter bracket terminal. 
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Note: If filter is not provided connect brown-yellow lead from the switch contacts 
to Y of dial instead of to filter bracket terminal. Terminals Y-BK,SR and W-BB 
are on the manual set apparatus blank. 
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( See note 2) 



Note I: If filter is not provided connect brown-yellow lead from 

switch contacts to'Y 'of dial instead of to filter terminal bracket 
Terminals Y-BK,SR and W-BB are on the manual set 
apparatus blank. 

Note2. 0n six conductor mounting cord, insulate the cord tip of the 
unused conductor with WLP Perma Grip Adhesive Dull Litho 
Coated Paper, or approved equivalent, and store conductor so as 
not to interfere with moving part's of the set. 
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Note.-1 If filter is not provided connect brown yellow lead from 

switch contacts to Y of dial instead of tofilter terminal bracket 
Terminals Y-BK,SR and W-BB are on the manual set 
apparatus blank. 

Note:2 On six conductor mounting cord, insulate the cord tip of the unused 
conductor with WLP Perma Grip Adhesive Dull Litho Coated 
Paper, or approved equivalent and store conductor so as not to inter¬ 
fere with moving parts of the set. 
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WIRING DIAGRAM 

NOTES. .... 

/. SL-RO LEAD FROM DIAL TERMINAL R TO U TERMINAL 
ON INDUCTION COIL IS ITEM Z4& LISTED IN STOCK 
LIST ON LA 015110. 
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